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PCF Connector SC-RJ

Accessories for PCF cables, connector type SC-RJ for clamp and cleave assembly, PROFINET
SC-RJ connector for clamp and cleave assembly, useable for PCF cable types, PROFINET connector version
Info

Connectors for PROFINET
Data Cabling

Assembly time

Benefits

Easy to assemble

Designed for field assembly
Reusable as it can be removed

Product features

Connector set included two SC connectors,
SC-RJ housing, two bending protection
boots, dust caps

Connectors for clamp and cleave assembly
Available for different cable

diameters (2.2mm and 3.0mm)

bend protection boot colour:

50% black and 50% red

Technical Data

Classification ETIM 5: ETIM 5.0 Class-ID: EC001122

ETIM 5.0 Class-Description: Fibre optic connector
Classification ETIM 6: ETIM 6.0 Class-ID: EC001122

ETIM 6.0 Class-Description: Fibre optic connector
Certifications: SC-RJ complies with IEC61754-24
Note

Photographs and graphics are not to scale and do not represent detailed images of the respective products.
Prices are net prices without VAT and surcharges. Sale to business customers only.
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DLAPP PRODUCT INFORMATION

PCF Connector SC-RJ

PCF Connector SC-RJ Clamp 3.0
PCF connector SC-RJ KLEMM 2,2

Article designation

Article number
29166797
29165797

Last Update (18.12.2024)

©2024 Lapp Group - Technical changes reserved

Product Management www.lappkabel.de

You can find the current technical data in the corresponding data sheet.
PN 0456 /02_03.16


http://www.tcpdf.org

